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= Accuracy 2um
= Optional accessory: dial test indicator,
mini magnetic stand (code 6224-40)

Code Applicable diameter
4789-1 @3.5mm-25mm
4789-2 J1mm-25mm
4789-3 J1mm-25mm

to ensure the accuracy 2um,
the distance between measuring
point and roller should be <30mm
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CONCENTRICITY GAGES

Unit: mm

stem hole @8

dovetail groove
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can add other
magnetic stands

HIGH STABILITY,
LONG WORKING LIFE

dial test indicator is optional

4725-45

dial test indicator is optional

4725-60

to ensure the accuracy 2uym,
the distance between measuring
point and roller should be <30mm

driving wheel

<30mm

can add other
magnetic stands (optional)

= With ball bearing, high stability, long working life
= Accurcy 2um

= Optional accessory: dial test indicator

Diameter range

Center height (h)

4725-45 3-45mm 80mm
4725-60 5-60mm 90mm
4725-80 8-80mm 130mm

LxHxW
280x130x170mm 6kg
350x160x190mm 15.6kg
400x200x250mm 25kg

roller
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4725-45 Unit:mm
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4725-60 Unit:

CONCENTRICITY GAGES

dial test indicator is optional

4725-80

Unit: mm
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stem hole @8  dovetail groove

mm driving

wheel

@32

55.5

4725-80 Unit:mm

@47

&

WWW.WAGAGROUP.LK

S
LABTEX

f‘h 275/B, Railway Road, Maharagama. Sri Lanka

¢, 0112088230 [¥] sales@wagagroup.lk


Hiroshan Hettiarachchi

Hiroshan Hettiarachchi


& W =

LABTEX WAGA "%"l""‘w\.\“ omEcizs
CONCENTRICITY GAGES
FOR MASS MEASUREMENT

dial test indicator is optional

Unit: mm
dovetail  stem dovetail stem
groove hole @8 groove hole @8

i
stop pin
456(L)x202(W)

to ensure the accuracy 2um,
the distance between measuring

4726-2 point and roller should be <30mm
[l driving wheel
-
Applicable di t
= With ball bearing, high stability, long working life . B e ——— =t ; :
= Accuracy: 2um - 23-40mm ﬁm&er
= Optional accessory: dial test indicator 4726-2 @2-40mm

CONCENTRICITY GAGE

Unit: mm
stem hole @8  dovetail groove

to ensure the accuracy 8um,
the distance between measuring
point and roller should be <50mm

I
<50mm

chuck4L‘»T

= Accuracy: 8um
= Optional accessory: dial test indicator

@30

133

for cylinder for tube

4786-1

}'t
Applicable Applicable

Code inside diameter outside diameter

4786-1 @24-64mm @2-70mm

MINI BENCH CENTER

stem hole @8 Unit: mm

175(L) x 119(W)

4721-75A
Runout . Distance between Diameter of .
accuracy Center height (H) two centers (D) center (@d) Taper of center Weight
4721-75A 2um 40mm 35-100mm 6mm MT1 4.5kg 4kg
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